






December 7 2007

NCTD Sprinter Rail     

9 37C322900

1

All photos taken by Ben Neill, 

Water Resource Control Engineer. 

1. Gravel bags holding back 

sediment-laden water.

Photos 1 through 6 were taken at 

the Escondido Transit Center.

2.  Parking lot drain inlet protected 

with gravel bags.

3.  Rill leads to a hole in the 

ground (below the port-a-potty) 

where storm water appears to be 

draining.
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4. Slope lacks both erosion and 

sediment controls.

5. Gravel bags surrounding inlet in 

parking lot.

6.  Silt fence in disrepair.
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Photos 7 through 9 were taken at 

the Nordahl Road Station.

7.  Drain still under construction, 

but inlet protection is needed and 

soil lacks erosion controls.

8.  Rocks in front of storm drain 

inlet provide inadequate 

protection.

9.  Gravel bags placed next to 

pond of turbid water to prevent 

overflow to the street.  
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Photos 10 and 11 were taken 

along Barhan Drive, east of the 

Cal State San Marcos Station.

10.  Another area where soil is not 

stabilized.

11.  Fiber roll at toe of slope 

flattened to about the level of the 

sidewalk.

Photo 12 was taken near the 

intersection of Barham Drive and 

Shelly Drive.

12. Large expanse of unstabilized

soil surrounding a storm drain with 

inadequate inlet protection.
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Photos 13  through 15 were taken 

at the San Marcos Civic Center 

Station.

13.  Soil lacks stabilization.

14.  Slopes on left side of picture 

exhibit hydroseeded areas that 

have slumped or sloughed off of 

the slope.  Bare soil on the right 

side of picture lacks adequate 

stabilization.  

15.  Gravel bags protecting inlet in 

an area that needs stabilization.
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Photo 16 was taken at the Buena 

Creek Station.

16.  Lack of erosion control in 

area surrounding storm drain 

inlet.

Photo 17 was taken at the Mar 

Vista storage Yard.

17.Channel leading from outfall 

at wall lacks stabilization or any 

erosion controls.

Photo 18 was  taken at the Vista 

Transit Center.

18.  No inlet protection and soil 

lacks stabilization.



December 7 2007

NCTD Sprinter Rail     

9 37C322900

7

Photo 19 was taken at the 

Crouch Street Station.

19.  Lack of erosion control and 

inadequate sediment control on 

slope above a parking area.  Soil 

is encroaching onto the parking 

lot.

Photos 20 through 23 were taken 

at the Coast Highway Station.

20.  Sediment tracking on 

pavement with no tracking 

controls.

21.  Soil near tracks lacks 

stabilization.  Accumulated 

sediment is visible in front of the 

drain inlet.
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22.  No erosion or sediment 

controls on south-facing 

slopes.  North-facing slopes 

have been hydroseeded.  

Gullies formed prior to 

hydroseeding need repair.

23.  Inadequate inlet 

protection. Earthen channel 

lacks erosion controls.  
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